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Sensors

There are several sensors used with the alarm system. When system is armed, external frigger on

any of the sensors will howl the siren.

* Shock sensor — Any jostle and movement to the car will trigger the sensor. It is included with the
alarm set.

« Doors sensor — Any doors that are open or ajar will trigger the sensor. These sensors default with
cars.

« Trunk sensor — Trunk open will trigger the sensor. An optional pin switch is required to activate
this feature.

¢ Hood sensor — Hood open will frigger the sensor. An optional pin switch is required to activate
this feature.

« Optional sensor — Additional port for sensor. It can be ultrasonic sensor or a second shock
sensor.

Alarm Trigger
In case of door-, hood-, frunk- or shock-sensing while armed, the siren howls and the parking
lights flash.

» Continuous Siren « Continuous Flash « Warning red LED

 External shock sensor: It chirps and flashes for 10 sec.

» Optional shock sensor or ultrasonic sensor: Siren works for 30 sec.

* Door, hood or trunk opened: Siren sounds for 30 sec. When sensing continuously, it goes on
with the siren (30 sec.) at an interval of 5 sec.

¢ For hood- and frunk-sensing you may need to install the optional pin switch.

To turn off the siren: Press button Il or unlock the door (button 1).

Arming / Door Lock

Doors locked

Siren chirps ONCE
System armed

Signal light flashes ONCE
Indication LED is ON

Butfon | ——e

.

« If your remote beeps 5 sec after door lock, you have left a door ajar. There will be no siren.
The ‘Door Open’ animation is displayed with beeps on the remote.

* The alarm system is fully armed 15 sec after door lock.

* For normal operation, make sure that the dome-light switch is set to illuminate when a door is

opened

Disarming / Door Unlock

Doors unlocked

Siren chirps TWICE
System disarmed

Signal light flashes TWICE
Indication LED is blinking

Butfon | ——e@

e o o o o

.

« If the system makes 4 chirps and 4 flashes during disarm, either the door, hood or trunk was
opened during your absence. If it is 3 chirps and 3 flashes, it means that your car was bumped or
hit.

« If you unlock (disarm) the doors and doesn’t open any of the doors within 30 sec, the doors will
be automatically re-locked (re-armed).
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Power Trunk Open

Butfon |+ Il —e « Trunkreleased ——— e

* When you open the trunk remotely when system is armed, the trunk sensor is disabled for 30 sec.

The other sensors (door, hood and shock sensor) remain in operation.
« This function only worked when car's trunk release mechanism is electrically controlled.

Remote Valet

When your vehicle is being valet parked, washed or serviced, you can temporarily suspend the
alarm security features and remote engine start except lock/unlock and trunk open.

VALET ON

¢ Siren chirps ONCE
—= < Signal light flashes ONCE ———e
* Indication LED is OFF

Butfon | + I
for 3 sec.

« To exit valet mode, repeat the procedure above. Siren will chirps TWICE; signal light flashes
TWICE.

e FEATURES

Panic Siren
Button | o ° Continuous siren
for 3 sec. and signals flash

* To stop the siren, press any buttons (Button |, Il or Ill).

Remote Engine Start

ENGINE RUN
e 1 chirp - 3 chirps

Buttonlll ———® .} figsh - continuous

 The engine runs for programmed time (see SYSTEM SETTING >> Engine Run) and stops
automatically if left unattended.

* Heater (or air-conditioner) is activated 1 min. after the engine start.

« For climate control, you must preset the heater (or air-conditioner) to the desired position
before exiting the vehicle.

« If failed in the first attempt, it will fry to start the engine with 2 more attempts.
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Car Finder

You can easily find your car in the wide parking area/crowded area. When car finder feature is
activated, the system will chirp and flash continuously.

* While running the system is fully armed except for shock sensing.
Trigger on any sensor will shut-off the engine. STaRT FAL

To shut off the engine: press button Il again,
or unlock and lock the doors.

MeeniT™ § SR Ertinn

opamm:‘

CAR FINDER

. .. Buttonll ——e :
Reservation for Manual Transmission U H "
il

nesc Wselect 1 scroll

To prevent any unforeseen accidents, the gear should be set to neutral position.

This “Reservation” is an additional safety feature to ensure that gear is in neutral when remote

engine start is initiated. .
Programmable Timer Start

The system must be reserved as follows:
The engine starts at the preset time. This feature is only active when the system is armed.

1. Set to neutral gear and remove the key. The engine will run up to 1 min. When the time is pre-set, the iconi{appears on the display.
2. Exit the vehicle and lock the doors. The engine turns off and the system is armed.

To cancel the reservation:

* If you OPEN the door without starting the engine, the reservation for remote engine start is Button!ll —e
cancelled. New reservation as mentioned above is necessary to reactivate the remote
engine start again.

« If you OPEN the door before you remove the key, the engine turns off immediately and the
remote engine start is NOT reserved. _

« If you unlock and lock the doors (none of the doors is opened) after the reservation, the To cancel the time start, repeat the procedure above. The icon G will disappear.
remote engine start is still reserved.

Remote engine start will fail if system is not reserved.
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Mute

The chirp sound is muted when the remote communicate with your vehicle. The icon is #-#

displayed when set on.

Operation

Buttonll ——— e [ Mute

Tesc uselect mscroll lesc Wl select W scroll

Repeat the procedure above fo return to normal operating mode. The icon #-¥# will disappear.

* Siren will howl when any of the sensors are triggered though the siren is muted for normal
operation.

Ll OPTIONAL FEATURES

Quick Service

A convenient feature in this car alarm system is that it is able to keep your car's engine running
for a period of time with the car locked and keyless. This feature is applicable when you need
to leave the car for short moments.

Open and Close

the Door Lock

Press lll —e Remove the Key —e

Please make sure that the button lil is pressed and key removed while all the doors are closed
All security functions operate normally except shock sensing while the engine is running.

Starter Kill [Optional]

The starter kill will protect your vehicle from missing by disabling the engine starter while the
system is armed. An optional SPDT relay needs to be installed.

When starter kill feature is enabled, the siren howls with any attempt to start the engine,
without disarming the system.

Sensor Extension [Optional]

An additional shock sensor, ultrasonic sensor or pin switch can be installed to reinforce your
car security. Enquire at your nearest dealer.
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Anti-hijack / Engine Stop [Opfional]

If you are the unfortunate victim of a car hijacking, the thief cannot get away with your car!
Press buttons | & Ill for 3 sec. while engine is running. The fuel pump will be cut off after 30 sec.

ANTIFHIIACK

Press | &Il
for 3 sec

Siren & Parking

Engine Run —e Lights Flash

* To cancel Anti-hijack: Press any button while siren howls.
* To exit Anti-hijack: Remove the key from Ignition and Press button .

Starter Disabled [Opfional]

The engine will start only if you press Il after unlocking the doors.
Press| ——e Presslll —e Engine Start

To enable:
* To use this feature you need an optional relay.
* Set as described below after the installation of the relay.

Open the Press valet switch
Door Key On and hold 5 sec

To disable:
* Repeat the procedure above and siren chirps TWICE.
* After disabled, you don't need to press button lll to start the engine.

Fuel pump cutoff
for 30 sec

Beep

Ll OPTIONAL FEATURES

Dual Unlock Pulse

Some vehicles need dual pulse to unlock the doors. When set on (follow the description below),
the dual unlock pulse will be generated if you disarm the system.

To enable:

Open the Press valet switch

Door Key On and hold 10 sec Beep

Continue to push the program switch for 10 sec, even through there are chirping sound after 5 sec.
To disable:

* Repeat the procedure above and siren chirps TWICE.

Spare Remote Control

Extra two-way remote control can be coded and used together with the main remote control.
Instruction to input the code is available at page 27. The system can accept up to 3 remote
controls at any one time.
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The user is allowed to customize the system features according to car type. It is recommended

NOT to change the system setting once selected.
Menu >> System Setting >> Move to Sub-menu >> Select

Press button Il to save the feature.

nesc Wselect 1 scroll

*The system setting process works only in arming mode and within the signal transmission range

Ignition-controlled Door Lock

After engine started (by key), the doors will be locked after 5 sec. and unlocked automatically

when the engine is shutoff.
Menu >> System Setting >> Ignition Lock >> On

Sys. Setting lgnition Lock

L ]
Off

Nesc Wselect 1 scroll

Ignition Lock

On

lesc W select W scroll

Initit:rn Lock

Nesc Wselect 1 scroll

L SYSTEM SETTING

Turbo Timer

 For the turbo vehicles: the engine will run for 2 min. after the key is removed.
* When it is activated, this @) symbol will appear on the status check screen.

Menu >> System Setting >> Turbo Timer >> On

Sys. Setting

Turbo

Turbo Timer

I
Off

Iesc W select W scroll

Turbo Timer

On

Iesc W select W scroll

Iesc W select W scroll

Proximity Unlock (Keyless Entry)

* The doors will be automatically unlocked when you approached the car, and locked when you
move away from your car.

* When it is activated, this symbol 2 will appear on the status check screen.

Menu >> System Setting >> Proximity ULK >> On

Sys. Setting
| tenition Lock |

Turbo Timer

Turbo Timer Turbo Timer

On

lesc W select W scroll

I
Off

lesc W select W scroll

lesc W select W scroll

* Please be noted that the proximity could operate irregularly or malfunction due to radio
jamming etc.
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Silent Alarm

When this feature is activated, the icon Wris displayed on the status check screen. In this case,
siren and flash won't be activated when any sensors being triggered. However, the siren will sfill
chirps when lock, unlock and other operation.

The remote will notify you about the attack with beeps and animation. This is useful in quiet area
or when there is attempt to look for an offender.

Menu >> System Setting >> Alarm Siren >> Off

Alarm Siren Alarm Siren

Off

L |
On

Nesc Wselect 1 scroll I select 1l scroll

Arming Mode

You can select the arming mode.

* Active Arming: After getting off from the car, the system will be automatically armed when all
doors are closed, after 30 sec.

* Passive Arming: After getting off from the car, the system will be armed only if you lock the
doors remotely.

Menu >> System Setting >> Arming Mode >> Active

Sys. Setting Arming Mode Arming Mode

Arming Mode L _
Passive Arm
Active Arm

tesc Wselect W scroll Tesc B select 1 scroll Tesc B select 1 scroll

e SYSTEM SETTING

Engine Run

You can select the engine runtime (for remote engine start) for 3 min., 15 min. or 25 min.

Menu >> System Setting >> Engine Run >> 15/25/3 min.

Sys. Setting

Engine Run

Iesc W select W scroll

Factory Setup

Engine Run

15Min

Iesc W select W scroll

Engine Run

JMin

nesc Wselect W scroll

This feature is to reset all system setting to default factory setting. In case of malfunction or

mishandling of the remote control, you can initialize this feature.

Be noted that the time will be reset when this setting is initiated. The current time should be

re-entered.

Menu >> System Setting >> Factory Setup >> Default

Sys. Setting

Fa i etu

Iesc W select W scroll

Factory Setup

Default

Iesc W select W scroll

Factory Setup

Cancel

Iesc W select W scroll
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Learn Routine

The remote control and the main module are not in synchronization by default factory setting.

The main module must be made to synchronize with remote control by code learning.
This main module is able to synchronize with up to 3 remote controls at any one time.

Turn the key ON - Single Single

Open he door —e "o for 7 fimes Chip ——® Pressll —e cpipg

Open the door (it must remain opened throughout the process).
Turn the key to "ON and OFF" 7 times. Siren will reply with a single chirp.
3. Press button Il within 5 sec. The code is saved into the main module with chirps.

N

*To input 2~3 remote controls press button Il one after another.

System Re-initialization

If you have lost a remote or the system malfunctions without particular reason, it is strongly
recommended to reinitialize the main module (removing the code from previous remote
control) to prevent your car from being stolen. The system can then be initialized with a new

remote control.

Turn the key ON - Chirps

RERheldoo OFF for 10 times Twice

Open the door.
2. Turn the key to "ON and OFF" 10 times. The system is initialized with 2 chirps.

*You can drive your vehicle Even if you suspend the system functions. Please ask near

dealer to get the services.
*Turn the key ON-OFF 10 times even though you hear chirps in between.

L TECHNICAL DESCRIPTION

Valet Mode / Security Suspension

In case of being valet, missing remote, remote malfunctions, and any other event whereby
remote is unfit to be used, the security features can be suspended by setting the system into
valet mode.

Turn the key ON - Single
Open the door ——® et 7 times ® Chirps
1. Open the door.

2. Turn the key "ON and OFF" 7 times.

- The security functions are suspended with a chirp.

*To return to normal operation mode, please refer to ‘FEATURES >> Remote Valet’.

*There may be other method to set the system into valet mode such as using remote as
described in ‘FEATURES >> Remote Valet' section. This section described entering valet
mode without using remote control.

Power Shutoff

In case of emergency (missing remote, malfunction or continuous siren), you can shutoff the
power to suspend the whole system features.

Open the door. o/ gjﬂ

Locate the brain / main unit.

Look for the thickest 6 pin wire harness.

Select the Red and Red/White wires.

Locate the black fuse-holder along the Red and Red/White wires.
Pull out the fuse.

cCUALON~
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If you face problems while operating this alarm system, please check below for basic frouble-shooting 8. System doesn't work
advice. a. Check the main power fuse.
b. The remote may be defect if all others are operating normally.
1. Remote engine start fails
a. Check the dome-light. It should go on only when a door is open or gjar.
b. For automatic transmission: Check if the gearis in P or N position.

c. For manual transmission: Check the Reservation for Manual Transmission. Sysfem Specificoﬂon
2. Only lock and unlock works
a. Check whether system is in valet mode. Exit from the valet mode. * Frequency: 433.92MHz
* RF Power: 5mwW
3. Remote does not respond to any key press. * System Power: DC 12V Car only
a. Press the reset button on the left. « Battery: Lithium Polymer 3.7V

b. Disconnect the antenna and connect it again.

4. Display is frozen
a. Press the reset button on the left.
b. Charge the battery.

In Car Charger Specification

* Input voltage: DC 12V~24V

* Output voltage: DC 4.2V

* Charging current: Max. 800mA

* Green LED goes on when fully charged.
* Connector : Mini-USB 4pin A type

5. No display
a. Check the battery.

6. False alarm
a. Adjust the sensitivity of the shock sensor.

7. Lock and unlock iregularly
a. Check if the proximity sensing is on. Adjust the distance by furning the potentiometer of the
antenna.
b. Disable the proximity sensing feature.



